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SUMMARY OF GN CONTAINER SIZES

8" (20 cm)
6" (15 cm)

4" (10 cm)
2 1⁄2" (6,5 cm)

1⁄1 1⁄2 long 1⁄2 1⁄3 1⁄4 1⁄6 1⁄9

Depth in Inches (cm)

TRANSPORTER CAPACITY GUIDE

Loading Examples for Cambro® Insulated Transporters

TOP LOADERS

UPC140-UPC180
UPCS140-UPCS180
125MPC

TOP LOADERS

100 series
100MPC
UPC100
UPC101

FRONT LOADERS

300MPC
UPC600 (x2)
UPC1200 (x4)

FRONT LOADERS

UPC400
UPCS400
UPCH400
UPC800 (x2)
UPCH800 (x2)
UPC1600 (x4)
CMB1826L (x2)
CMB1826 (x4)

CAMCARRIERS® AND
CAMCARTS® FOR
SHEET PANS

For a 3-course meal:
2 x GN 1⁄4
1 x GN 1⁄2
1 DIV12 divider bar
(approx. 14 meals)

300MPC Rail Configuration

For a 4-course meal:
2 x GN 1⁄6
2 x GN 1⁄3
2 DIV12 divider bars
(approx. 14 meals)

1 full-sized

100MPCHL
or 1 x 8" (20 cm)

1 x 6" (15 cm)
or 1 x 8" (20 cm)

2 x 4" (10 cm)3 x 2 1/2" (6,5 cm

2 x 8" (20 cm)3 x 6" (15 cm)4 x 4" (10 cm)6 x 2 1⁄2" (6,5 cm)

1 x 8" (20 cm)
and 1 x 2 1⁄2" (6,5 cm)

2 x 6" (15 cm)3 x 4" (10 cm)4 x 2 1⁄2" (6,5 cm)

1318MTC
8 x 1⁄2 size
sheet pans

1826MTC
6 x full-size
sheet pans

1826LTC3
7 x full-size
sheet pans

1826DTC (x4)
CMB1826L (x2)
CMB1826 (x4) Camtherm Low

11 x full-size
sheet pans

Camtherm Tall (x2)

1826LTC
13 x full-size
sheet pans


